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GO FARTHER & EXPERIENGE

SMOOTH COMMUTES

Empower your daily rides and long-distance trips with the ultra-advanced
ZT155-G. Packed with the finest features, this modern scrambler meets all
your needs for ease of travel.

20-Litre Galvanised & Painted Fuel Tank: It offers a range of up to 1,000

km, so there is no worry about refuelling difficulties. It adopts single-sided
galvanised sheet to prevent the oil filter cotton from clogging, as well as
fuel tank leakage due to rust inside the fuel tank.

Crash Bar: Wrap type bold bumber, makes the protective area bigger.

Dual-Channel ABS: It enables calm and confident
control of the motorcycle during heavy braking in any
unexpected situations, especially in adverse weathers
and on unstable surfaces. It is not intended to
shorten the braking distance and prevent the
motorcycle from dropping. When using an
ABS-equipped motorcycle, speed must be reduced
and sudden operations must be avoided before
turning.

Slipper Clutch: ZONTES introduces a slipper clutch
for the 155 cc models. It avoids unintentional wheel
lock ups, decreases mechanical shock and enhances
rider comfort and safety.




AUTHORISED DEALER

* Terms & Conditions Apply Emission Standards
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ZONTES DISTRIBUTION (M) SDN. BHD. (505
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Bandar Darulaman, 06000 Jitra, Kedah.
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ZONTES

SPECIFICATIONS

Chassis
Frame Type
Length

Width

Height

Wheel Base
Saddle Height

Ground Clearance ——

Wheel Type
Kerb Weight

Brakes
Front
Rear
ABS

Suspension
Front
Rear

Lamp & Battery

Head Lamp Type
Head Lamp

Tail Lights
Battery

Turn Signal Lamp ——

Position Lamp
Pilot Lamp
Battery Type
Pass Light
Indicators

ABS Light
Auxiliary Light
Brake / Tail Light

Simple steel cradle
1,976 mm

869 mm

1112 mm

1,380 mm

830 mm

190 mm

Spoked Wheels
N7 kg

Disc /300 mm
Disc /230 mm
Dual-channel ABS

USD Forks
Monoshock

LED
LED 12V
LED
12V 8AH
\ES

\ES

IN[e)

Full DC MF
\ES

\ES

\ES

\ES

\ES

Tyres
Tyre Type
Tyre Size (Front)
Tyre Size (Rear)
Wheel Size (Font)
Wheel Size (Rear)

Engine
Displacement
Emission Type
Engine Type

Valve

Cooling System
Starter System
Max Power

Max Torque¢ ——M

Compression Ratio
Bore

Stroke

Fuel Delivery System ———
Gearbox —M8M8M

Fuel Capacity (Litres)

Mileage

Air Filter Type¢ —M8

Lubrication —

Ignition System

Clutch Type —mM8M8@™

Lubrication System

Drive Typg¢ —————

——— Radial Tubeless

10/70-17

— 130/70-17

17-inch
17-inch

155 ee
Euro5

Single-cylinder,

4 stroke, SOHC
4 valves
Water-cooled
Self starter

__ 188hp

@ 9,250 rom
16 Nm

@ 7,500 rpm
1251

58 mm

587 mm
Bosch EFI

6 speed

20 litres

40 — 45+ kmpl
Paper filter
element
Wet sump
CDI
Multi-disc in
oil bath
Positive
Chain Drive



