
FOR AN INDULGENT RIDE
BEST-IN-CLASS TECHNOLOGY

POWER SYSTEM 

Cylinder Number Single Cylinder
Camshaft System Double-Top Camshaft (DOHC)
Bore X Stroke (mm) 80 x 62
Cooling System Water Cooling
Compression Ratio 12.5 : 1
Displacement (ml) 312
Fuel injection system Delphi Fuel Injection
Ignition System Electric Ignition
Maximum Power (kW/rpm) 26 / 9,500
Maximum Torque (N.m/rpm) 30 / 7,500
Transmission Constant Mesh 6-section Transmission
Clutch Wet Type Multi-Pieces
Fuel Consumption (L/km) 3.1 / 100
Length (mm) 2,099
Width (mm) 835
Height (mm) 1,117
Wheelbase (mm) 1,488
Net Weight (kg) 147
Fuel Tank Volume (L) 15
Seat Height (mm) 720

SUSPENSION SYSTEM

Frame System Iron Pipe Frame
Tyre Structure Radial Tyre
Front Rim Size MT : 3.0×17
Rear Rim Size MT : 5.5×17
Front Tyre Size;Pressure 110/70R17
Rear Tyre Size;Pressure 180/55R17
Front Brake Size ABS Disc Brake 300mm x 5mm
Rear Brake Size ABS Disc Brake 230mm x 4.5mm

The ZT310-V engine has a high compression ratio of 
12.5:1. A low fuel consumption can get a 26kW, 30N.m 
power output. A high compression ratio engine offers 
benefits such as fuel-saving, environmental protection 
and high performance.
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Immerse yourself in a relaxing ride with ZT310-V, a cruiser 

segment bike that delivers functionality and comfort

in style.

Three adjustable f ront pedals. They cater to various 

heights by providing support through three adjustable 

functions (23cm in length / 34cm in width / 18cm in 

thickness / 1.8kg in weight) that simultaneously guarantee 

strength and eliminate riding jitters.
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Asian seat height. Ideal even for those at 

1.6m in height, the 720mm sitting height 

complements the ergonomic design of the 

f ront of the cushion for your comfort

and ease.

Hidden exhaust pipe. This aesthetically 

pleasing design boasts the whole section 

covered with special stainless steel of 

automobile grade to the exhaust.
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